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The Kestrel II Ultra High Capacity radio is a carrier class point 
to point next generation IP radio working in the E Band.  Its 
zero-footprint characteristics and 2.5Gbps net throughput, 
coupled with its ease of deployment makes this the solution 
of choice where rapidly deployed, reliable Fibre like backhaul 
capability is needed.   

The units is mast top deployed with direct DC or POE power 
options with RJ45 or SFP Plug support. The ruggedised 
weatherproof casing is IP65 rated and the unit has two bolt 
on antenna options, 30 or 60cm depending on link budget 
requirements.  

The radio link can be set up quickly using an array of 
portable, pneumatic or fixed masts and can be remotely 

located and powered using the compact low noise generator.  The ultra-high throughput means 
the IP based radio system can deliver the ‘last mile’ or service backhaul of most current 
applications without the need to invest in fibre infrastructure. 

 

 

Features: 

 Up to 2.5 Gbps throughput  

 Channel bandwidth from 250 to 1.000 MHz  

 4/16/64 QAM Modulation schemes  

 Hitless Adaptive Coding and Modulation  

 Strong FEC pro les for maximum link availability  

 Power Over Ethernet  

 Gigabit Ethernet or STM-1 interfaces  

 InBand and OutBand Management  

 Layer1,2,3,4 Header Compression (up to + 200% 
throughput increase)  

 Synchronous Ethernet AES Encryption  

 "Fiber Mode" operation for 2x Gigabit Ethernet 
transparent wire speed connections  

 Packet Fragmentation to minimize latency Optimized 
latency and PDV transport  

Layer 2 Functionality: 

 MEF Carrier Ethernet Services 

 8x queues with flexible scheduler 

 (Strict WFQ and mixed) 

 WRED support for congestion avoidance 

 Colour-Aware Classification 

 Per VLAN flexible ingress Policer (CIR & 
EIR definition) 

 Flexible QoS definition based on VLAN, 
IPv4, IPv6, MPLS exp bits 

 Programmable queues length 

 Support for G.8032 based rings 

 VLAN management and rewrite 

 Jumbo Frames up to 10Kbytes 

  Programmable queues length 
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